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Shearing CNC Drilling PTH Laminate Dry Film

Exposure Developing Etching Stripping Pre-Treating

Cover Surface Lamination Plating Tin/Gold Tolling Hole Drilling

Ship OutET Punch Inspection Package

Double Sided FPC Production FlowDouble Sided FPC Production Flow
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下料基材 CNC钻孔 镀通孔 贴干膜

曝光 显影 蚀刻 去膜 表面处理

贴保护膜 层压 镀层处理 半自动认位打孔

入库ET电测 冲切外型 成品检验 包装

双层柔性电路板制作流程双层柔性电路板制作流程
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Shearing CNC Drilling PTH Laminate Dry Film

Exposure Developing Etching Stripping Pre-Treating

Cover Surface Lamination Plating Tin/Gold Tolling Hole Drilling

Ship OutET Punch Inspection Package

Double Sided FPC Quality Control FlowDouble Sided FPC Quality Control Flow
QC QC
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下料基材 CNC钻孔 镀通孔 贴干膜

曝光 显影 蚀刻 去膜 表面处理

贴保护膜 层压 镀层处理 半自动认位打孔

入库ET电测 冲切外型 成品检验 包装

双层柔性电路板质量控制流程双层柔性电路板质量控制流程

钻孔质量 沉镀铜质量

线宽线距，短断路 去膜干净，表面无残余去膜干净，表面无残余

保护膜方向，位置，异物 脱层，皱折，氧化 镀层厚度，渗镀，表面清洁

孔径 外型尺寸，冲切精度




